
The frequency range of low frequencies is 10.7-11.7 GHz
Low frequency range 950 ~ 1950 MHz
Frequency low frequency 9.75 GHz
The range of input frequencies for high bands 11.7 ~ 12.75 GHz
The upper range of the output frequency 1100 ~ 2150 MHz
Frequency high frequency 10.6 GHz

LO Initial accuracy ± 1.0 max. MHz
Gain (over 26 MHz bandwidth) ± 0.75 dB
Gain variation (in full band) ± 3 Max. DBB
Ca control signal (vertical polarization) 11.0 ~ 14.0 V
Control Signal Cb (Horizontal polarization) 16.0 ~ 20.0 V
Control Signal Cc (band switching) 22 +/- 4 kHz
VSWR 2.0: 1 output
Power consumption 200 @ 11 ~ 20 V Ma
Working temperature - 35 ° C ~ + 60 ° C /
Output impedance 75 Ohm
Strata podski TV (4-806MHz) -3 (min) /
Output connector F-Type (female) -3 (min) dB

SCR Frequency  
                            1210   MHz
  1420   MHz
  1680   MHz
  2040   MHz

Product:
EAN code:
Product dimensions (LxWxH)
Net weight of the product:
Size of the package:
Packaging Gross weight:
EURO pallet height:
Dimensions of the bulk carton:
Bulk carton weight:
Quantity in the carton:
Number on the EURO pallet:

ANK SCR 2 
4250786605807
130 x 100 x 45

0,25
110 x 60 x 170

0,3
185

570 x 340 x 310
14,5
50

1200

ANK SCR 3 
4250786606118
130 x 100 x 45

0,25
110 x 60 x 170

0,3
185

580 x 330 x 305
14,5
50

1200


